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SEPARATE BASE
CAST IN PLACE

GRAVEL BACKFILL FOR
PIPE ZONE BEDDING

PRECAST BASE
WITH INTEGRAL RISER
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j MANHOLE RING AND COVER NOTE
%| 16" MAX. . . .
s 4" MIN. , - Knockouts shall have a wall thickness of 2" minimum to 2 1/2" maximum.
% i ] CIRCULAR ADJUSTMENT SECTION (TYP.)
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: ;\ ECCENTRIC CONE SECTION
MANHOLE DIMENSION TABLE
T MAXIMUM MINIMUM BASE REINFORCING STEEL
" S DIAM WALL BASE KNOCKOUT DISTANCE (in2 /ft. IN EACH DIRECTION)
b, 12 (TYP ) THICKNESS THICKNESS SIZE BETWEEN
i (TP KNOCKOUTS INTEGRAL BASE SEPARATE BASE
. 48" 4" 6" 36" 8" 0.15 0.23
. 48", 54" OR 60" ‘
54" 41/2" 8" 42" 8" 0.19 0.19
= 60" 5" 8" 48" 8" 0.25 0.25
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> STEPS OR LADDER
. ]~ CHANNEL AND SHELF
> o K ) REINFORCING STEEL (TYP.)
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NOTE: THIS PLAN IS NOT A LEGAL ENGINEERING DOCUMENT BUT AN ELECTRONIC DUPLICATE.
THE ORIGINAL, SIGNED BY THE ENGINEER AND APPROVED FOR PUBLICATION, IS KEPT ON FILE
AT THE WASHINGTON STATE DEPARTMENT OF TRANSPORTATION. A COPY MAY BE OBTAINED
UPON REQUEST.

Washington State Depariment of Transportation
\ /4




